
Light Duty Industrial 
Roller DoorsLIDLID

Copyright © January 2016, Al Barrak Automatic Doors. 
All rights reserved.  No part of this sheet may be reproduced

without prior permission. In an ongoing commitment  to 
product quality we reserve the right to change  speci�cation

 without notice. 

Copyright © January 2016, Al Barrak Automatic Doors. 
All rights reserved.  No part of this sheet may be reproduced

without prior permission. In an ongoing commitment  to 
product quality we reserve the right to change  speci�cation

 without notice. 

(áØ«ØÿG) áHÉë°ùdG á«YÉæ°üdG ÜGƒHC’G

920005339
www.al-barrakgroup.comwww.al-barrakgroup.com

920005339

Al Barrak’s Light Industrial Roller Doors are designed to promote easy installation, maintenance free operation and long 
life. These doors give the customer value in price with all the advantages of the latest manufacturing technology. The 
curtain provides a continuous flexible covering with low noise operation, high strength and security that you expect. The 
doors are available with slat profiles, curtain materials and colors.

Al Barrak”s Light Industrial Roller Doors are mostly used in store fronts, shops in malls, warehouses, factories and wherever 
need the complete closure with low cost. The doors can be manually, hand chain and motor operated.

 á∏jƒW IÎØd É¡eGóîà``°SG øµªŸG øeh áfÉ«°üdG h Ö«cÎdG ádƒ¡``°S πLCG øe áØ«ØÿG áHÉë``°ùdG á«YÉæ°üdG ÜGƒHC’G √òg âªª°U

 »£©J ÜÉÑdG IQÉà``°S, ,É¡©«æ°üJ ‘ áeóîà``°ùŸG á«æ≤àdG å«M øe Ió«L áª«b ÜGƒ``HC’G √ò¡d øFÉHõdG »£©J »``àdG h ø``eõdG ø``e

 ΩÉ¶æH ∂dòc ÜGƒ``HC’G √òg ô``aƒàJh . ΩÉJ ¿ÉeCG h Iõ``«‡ áfÉàeh π«¨``°ûàdG ‘ ΩÉJ Ahó``g h ÜÉ``ÑdG IQÉà``°S á``«£¨àd Ió``«L á``fhôe

 .íFGô°ûdG

 á°UÉN h ™fÉ°üŸG h äÉYOƒà``°ùŸG h ¥Gƒ``°SC’G ‘ ájQÉéàdG äÓ``ëª∏d ÖdÉ¨dG ‘ Ωóîà``°ùJ á``Ø«ØÿG á``«YÉæ°üdG ∑GÈ``dG ÜGƒ``HGh

. ∞«dÉµàdG π«∏≤J h Iƒ≤dG h áfÉàª∏d áLÉM ∑Éæg ¿ƒµj ÉeóæY

  ∑ôëÃ hCG Éjhój ÜGƒHC’G √òg π«¨°ûJ øµÁh



TESC OPERATORS - MADE IN TAIWAN

Characteristics of rolling door motor & operator : 
•  Compact construction, large torque, and running without noise. 
•  Patented in structure, smooth brake, and not sliding down. 
•  The motor will not burn down for the protection of thermal effect. 
•  Separate circuit control ensures the security. 
•  If attached with smoke sensor, connector, etc., it promotes to be   
    fireproof shutters.
•  UPS automatic system is available. No bother of power failure.

Specifications:

Interior face of wall is standard. 

0.60mm (24 gauge) thick Pre-painted Zinc Aluminum Corrugated sheets according to ASTM A 792 AZ150Grade 150B or galvanized 
steel flat and curved slats.

Vibroglides fitted with both ends of curtains to provide smooth, quite greaseless operation time after time.

Corrosion resistant 2mm thick aluminum extrusion with weather strips and ends with guide rollers to prevent lateral movement.

2mm thick 65mm x 34mm galvanized steel U channels.

Made of 5mm thickness steel specially designed steel painted angles upto 580 kg door. Equiped with Deep cushioned special rubbers 

provide a labyrinth seal.  Help to keep out wind, rain, leaves and minimize gaps on the uneven floors.

1.5” OD high yield standard steel tubing equipped with torsion springs, spring clamps and drums for easy movement and easy spring.

Electric motor / manual operated:
•  Sizes up to 3.00 meter width x 3.00 meter height are standard to use manual push up operated. 
•  Sizes above 3.00 meter width x 3.00 meter height are recommended to use motor or planetary gear operated. 

Self-locking gear motor positively locks the door in the fully closed position. Also the standard one pair of padlocks on  both ends of 
the bottom bar, which locks into the guide channels.

Continuous curtain type are Sand White,  The Slats are galvanized finish or powder coated.

5600mm Width and 7000mm Height

1.   Grifco Operators,  Made in Australia 
2.   Tesc Operators, Made in Taiwan 

Mounting

Curtain

Operation

Finish

Locking

Max. Dimensions

Motor

Counter Balance

Brackets

Guides

Quite Operations

Bottom Bar

11 Shutter slat
12 Bottom rail
13 Safety switch

Voltage

480 V
480 V
480 V
380 V
380 V
220 V
220 V
220 V

 Phase

3 Ph
3 Ph
3 Ph
3 Ph
3 Ph
3 Ph
3 Ph
1 Ph

Power

1 Hp
1.5 Hp
2 Hp
1 Hp

1.5 Hp
1 Hp

1.5 Hp
1 Hp

1 F (follow) side bracket
2 Barrel
3 Shutter case
4 Rolling door motor
5 D (drive) side bracket

6 Rolling chain
7 Gravity drop rope 
8 Hand chain
9 Push button switch
10 Guide rail

Rolling Shutter Operators áHÉë°ùdG á«YÉæ°üdG ÜGƒHC’G äÉcô

:äÉcôëŸG øe ÚYƒf ∑Éæg

(É«dGÎ°SG ™æ°U)ƒµaôL -1

(¿ƒjÉJ ™æ°U)∂°ùJ-2

 ÜGƒHCÓd πªëàdG ≈∏Y IQó≤dGh äÉÑãdG h á«dÉ©dG IOƒ÷ÉH äÉcôëŸG √òg õ«ªàJ 

 áfƒª°†e á«dÉY IOƒL äGP OGƒe øe äÉcôëŸG AGõLCG áaÉch áHÉë°ùdG á«YÉæ°üdG

 »LQÉÿG QÉWE’G øÁ’G hCG ô°ùjC’G ÖfÉ÷G øe É¡Ñ«côJ ¿ÉµeE’ÉH ÚeÉY IóŸ

 øe á©æ°üe äÉcôëŸG ¢ShôJ . CGó°üd ΩhÉ≤ŸG Ωƒ«æŸC’G øe á©æ°üe äÉcôëª∏d

. ácô◊G π«¡°ùàd »YÉæ°U º«ë°ûàH IOhõe iƒ≤ŸG ójó◊G h õfhÈdG

: »JB’ÉH äÉcôëŸG √òg õ«ªàJh

. »YÉæ°üdG ΩGóîà°SEÓd áªª°üe -

. ájQhódG áfÉ«°üdG π∏≤j É‡ á«FÉHô¡µdG á«µ«fÉµ«ŸG ácô◊G ≈∏Y óªà©J -

.Ö«cÎdG ádƒ¡°S -

. ¥ÓZE’G ‘ ¿ÉeCÓd »µ«fÉµ«e πØ≤H IOhõe -

. »FÉHô¡µdG QÉ«àdG ´É£≤fG óæY íàØ∏d áµ°ùH IOhõe -

: »J’ÉH π«¨°ûàdG RÉ¡L ójhõJ á«fÉµeEG ¤G áaÉ°VE’ÉH Gòg

. ∫hÎæc äƒÁôdÉH ∑ôëŸG π«¨°ûJ -

 QÉ«àdG ´É£≤fEG ádÉM ‘ Éjhój ÜÉÑdG ™aôd á∏°ù∏°ùH IOhõe äÉcôëŸG √ògh -

∑ôëŸG ∫É°üØfEG hCG »FÉHô¡µdG

ÜÉÑ∏d IOóëŸG áëàØdG ∞∏N : ≥«∏©àdG ΩÉ¶f 

  : ájójó◊G IQÉà°ùdG

. á«YÉæ°üdG ¢VGôZCÓd ójôØdG É¡ª«ª°üàd ∂dPh ájƒb áfÉàe äGP ( º∏e 0^60) ácÉª°ùH ájƒ÷G ∫GƒMC’Gh CGó°üdG áehÉ≤Ÿ ÉjQGôM »∏£ŸG ójó◊G øe á©æ°üe

: π«¨°ûàdG Ahóg

. kÉbÓWEG º«ë°ûà∏d áLÉ◊G ¿hO CGógCG π«¨°ûJ πLC’ ájójó◊G ÜÉÑdG IQÉà°S ÖfÉéH ¢TÉª≤dÉH »°ùµe »WÉ£e §jô°T â«ÑãJ ” 

 : ÜÉÑ∏d »∏Ø°ùdG õLÉ◊G áYƒª›

. á«°VQC’G áeÉ≤à°SEG ΩóY øY áŒÉædG äÉZGôØdG »£¨jh QÉÑ¨dGh äGô°û◊Gh áHôJC’G ™æŸ »WÉ£e »µ«à°SÓH õLÉëH Ohõe ∂dòch áØ«ØÿG äÉeó°üdG á¡LGƒŸ iƒ≤ŸG  Ωƒ«æeƒdC’G øe ™æ°üe 

 : ÜGƒHC’G …QÉ›

 »ÑfÉ÷G §FÉ◊ÉH …QÉéŸG √òg â«ÑãJ ºàjh ájƒ÷G ∫GƒMC’G Aƒ°SCG áehÉ≤Ÿ ÜÉÑdG IQÉà°ùd ÈcCG ájÉªM »£©j É‡ (º°S 6) ≥ª©Hh(º∏e2) ácÉª°S øØ∏éŸG ójó◊G  øe á©æ°üe ÜÉÑdG …QÉ› 

. á°UÉN ÒHGƒN á£°SGƒH áHGƒÑ∏d

 : ≥«∏©àdG áØ«àc

 ƒ∏«c 5 ¬fRh ÜÉH ≥«∏©J πª– QGó≤eh (CGó°ü∏d áehÉ≤e) áfƒgóe h º∏e 5 ácÉª°S ójóM ájhGR øe ¬©æ°üe

: ÜÉÑdG πeÉM áYƒª›

 øe á≤Ñ£H ≈£¨eh ádƒ¡°ùH ÜÉÑdG ™aôd áHƒ∏£ŸG Iƒ≤dG ≈∏Y ∫ƒ°ü◊G π¡°ùj É‡ âjõdÉH iƒ≤ŸGh …ƒ∏ŸG ≥fÈ°ùdG áYƒª› É¡H âÑãeh πe 35 ¢SÉ≤e ójóM IQƒ°SÉe øe πeÉ◊G Gòg πªà°ûj 

 πªM ≈∏Y IQOÉb (·5) ácÉª°S ójó◊G øe á©æ°üe ≥«∏©àdG øe áØ«àch , Iƒbh áfÉàe ÜÉÑdG »£©j É‡ ( º∏e 3) ácÉª°S ójó◊G øe á©æ°üe πeÉë∏d á∏é©dGh , Gó°üdG øe ájÉªë∏d ºë°ûdG

. (øW ∞°üf) ÜÉH ¿Rh ÜÉH

: πØ≤dG

.êQÉÿG øe ÜÉÑdG ∫ÉØbEG ºàj …hój πØ≤H Ohõe ÜÉÑdG 

: ¿GƒdC’G

.π«ª©dG áÑZQ Ö°ùM ¿ƒd …CÉH ÜGƒHC’G ¿ÉgO øµÁ Éªc (¢†«HC’G) ¿ƒ∏dÉH Iôaƒàe 

: ¥ôW Ió©H ôaƒàe ÜÉÑdG π«¨°ûJ -8

.…hó«dG ™aôdG á∏°ù∏°S Ö«côJ hCG ó«dÉH ≈∏YCÓd ÜÉÑdG ™aO ≥jôW øY ∂dPh : …hó«dG π«¨°ûàdG     (CG) 

.IôaƒàŸG äÉcôëŸG ióMÉH : »µ«JÉeƒJhC’G π«¨°ûàdG   (Ü)

´ÉØJQG º∏e 7000 h ¢VôY º∏e 5600 ¢SÉ≤e ≈àM ÜGƒHC’G √òg ôaƒàJ : äÉ°SÉ≤ŸG

  äÉØ°UGƒe

GRIFCO OPERATORS , MADE IN AUSTRALIA 
Al Barrak’s Light and Heavy Duty Industrial Door Operators from GRIFCO 
Company, Australia.

Features
The Grifco range provides proven quality, reliability and value for all Roller 
Shutter applications of this size.
• Made using high quality materials & components.
• Modern & innovative techniques and equipment
• Reliability backed up with our 2-Year Warranty
• Operators mount on left or right, inboard or outboard
• Pressure Die-Cast Aluminum Housing (durable & corrosion resistant)
• High tensile Steel & Bronze Gearing (Worm & Wheel 45:1)
• Reliable Oil Lip Seals fitted to all shafts (prevents leakage)
• Standard size 31.75mm (1¼") Output Shaft with 8mm key
• Fluid Grease lubrication
• Quality drive motors for all conditions
• Simple connection via easily accessible terminal box
• Equiped with  the chain host to lift the door in case of electrical shutdown 
    or mulfunctions of the operators

Limit Switches
• On-Board (gearbox driven)
• Easy to adjust & set (no tools needed)
• Fully adjustable, accurate stopping positions
• Optional Third Limit Switch available

Motor Options:

DS-100 DS-70 DS-50

HEADOFFICE: P.O. Box 10170 Al-Hassa 31982 K.S.A.  -  Tel. +966 13 5826507 / 5828509  -  Fax: +966 13 5870212 / 5867733 - Email: barrakmkt@gmail.com / eng.abdulaziz@al-barrakgroup.com
FACTORY : Al-Hassa Industrial City  -  Tel.: +966 13 5332885 / 5340544  -  Fax: +966 13 531070

BRANCHES: Riyadh - Dammam - Khobar - Jeddah - Al Hassa - Makkah - Madinah - Jubail - Hafar Al Batin - Taif - Hail - Khamis Mushaith - Tabuk - Sakaka - Arar 
Najran - Jizan - Abha - Bisha - Khafji - Wadi Al Dawasir - Al Baha - Qurayath - Al Ras - Oniza - Tabrjal 
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  +966135341070 : ¢ùcÉa         +966135332885 - 5340544 : ∞JÉg -  AÉ°ùMC’ÉH á«YÉæ°üdG áæjóŸG - ™æ°üŸG

™Ñæj -  §«°ûe ¢ù«ªN - πFÉM - ∞FÉ£dG -øWÉÑdGôØM - π«Ñ÷G - IQƒæŸG áæjóŸG - áeôµŸG áµe - AÉ°ùMC’G - º«°ü≤dG  -  IóL - ÈÿG - ΩÉeódG - ¢VÉjôdG   - ´hôØdG

    πLÈW - Iõ«æY -¢SôdG - äÉjô≤dG - É¡HG - ô°SGhódG …OGh - »éØÿG - á°û«H- áMÉÑdG  - ¿GRÉL- ¿Gô‚ - ôYôY - ÉcÉµ°S - ∑ƒÑJ 
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